
Mbsm.pro, Danfoss, sc15g, compressor,
sc15gx, 104g8525, GP14TB, CAJ4452Y,
GP14PB, GP14PT, sc15g, 104g 8525, 3/8
hp++, lbp/hbp, 1/2 hp–, 424 W
Category: compressor
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Danfoss Secop SC15G, SC15GX, 104G8525 compressor, LBP / HBP-R134a,
220-240V/1/50/60/ Hz, displacement 15.28 cc, motor type CSIR
Danfoss Secop SC15G, SC15GX, 104G8525 compressor, LBP / HBP – R134a,
220-240V/1/50/60/ Hz, 15.28 cm3 discharge, CSIR type motor, POE type oil, 550
cm3 oil charge, 230 W at- 25 / 55° C, LRA 14.8 A, maximum refrigerant charge
1300 g, height: 209 mm, weight 13.1 kg

Refrigerant:
R134a
Power Range (W):
201 – 300W 401 – 500W
Performance range (C):
-35C to +15C
Work zone:
PSL RAP
Type of design:
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Hermetic
Model series:
CS
Power source:
230V
Type of oil:
POE
Type of engine:
CSIR
Item Condition:
New
Info:
Filled with oil
Shipping Weight:
15,10kg
Content:
1.00 Pieces
Dimensions (Height):
20,90cm
customs tariff number:
84143081
Cooling capacity requirement:
T0 -15 °C
Maker:
Danfoss Purpose
Model:
SC15G
Model Name:
104L8520
Model name 3:
SC15GX
Stroke volume (cm3):
15,28
Performance requirement:
-25 / +55 °C
Power (W):
230
Cooling capacity (W):
424
Max. Starting current (A):
14,8
Type of engine:
CSIR
Note:
Maximum amount of refrigerant 1300 g
Oil quantity (l):
0,55
Compressor type:
Piston
Power range:



-35C to +15C
Alternative:
GP14TB, CAJ4452Y, GP14PB, GP14PT
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