systeme de contrbéle, de climatiseur,
universel QD-UO3C , QD-UOG8C , QD UG5

PGC , commande a distance
,universelle ,climatiseur ,panneau de

systeme, de controle A/C
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Manual

Note:When the comprassor is shut off,it needs 3 minutes to restarn.
Mode selection key:Select'wprking mode. When in auto mode the system will work like heat mode if
is below 217,or work like cool mode if room temperature is up than 271,
Fan selection key:Select fanspeed. The fan speed will be lew when in dry mode,or in heat mode but the compressar is shut
~ offorin heat mode but the compressor working time less than 3 minutes. |n auta fan mode, the fan speed
;v‘ill_ bgtr:ngh ifthe difference of setting and room temperture big than 4°C,will be low if the difference less
an 2T,
Temperature setting keys:Be able to set from 16T-30C It will not response in auto mode or dry mode.
Timer selection key:Select timer on.timer off or no timer. i
Timer time setting keys:Set 1-16 hours.
Swing key:Select swing on or off.
Sleep key:Will shut off in 8 hours,

Too coolToo warm keys:  Only effecfive in auto mode.Be able to adjust the setting temperature 1T nlAnawn frmm SR ot o
| denraccina Ames the Lo,

the room temperature
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Pipe temperature sensor
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AThis product does not apply inverter A.C

« Avoid strong light before IR receiver

e The common pins of swing socket are 12V output.
The common pin of step motor should be inserted into one of the common
pins of swing socket.If the direction of step motor is wrong,insert the
common pin of step motor to other common pin of swing socket.
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UNIVERSAL A/C = erRan.oste

CONTROL SYSTEM

o High Quality
© Full Function

Economic Model

5 Working Mode.
3 Fan Speed.

Accurate & Stable
Temperature Control

’ Accurate & Stable
Auto Fan

Timer Inline/Offline
' Sleep
Auto Defrost

/

...... . Double Sensor
" Prevent cold wind in heating mode
Auto restart function
Outdoors fan is controlled independently

Deluxe receiver,nice appearance,
work status visual display

Transformer connection upgrade
fast plug socket,more convenience
for installation
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Features & Characteristic[]

1[JAuto restart function

2[JAccurate And Stable Temperature Control

305 Working Modes, Timer on/off

4[Defrost Automatically

50Prevent Code Wind In Heating Mode

6[]3 Fan Speed

7[0Accurate And Stable Auto Fan

8[]Sleep Function,Double Sensors

90Colorful Sensor Socket,Easy For Connecting

10Jupdated reciever,good looking appearance,show intuitional
11Jupdated transformer,quick plug,easy for installation
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Modul AC QD
Uos PGC
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