Cubigel, Danfoss, GL80AAb, GL8OAA,
R134a, (LBP), compressor 1/5HP, Low-
temperature

Category: compressor
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Characteristics

e Article GL8OAAb

e ModelL

e Compressor typeHermetic piston

e The purpose of the compressorLow-temperature
e Refrigeration ratio (EN 12900)0,88

e Performance regulationNo

e Power compressorPhase 1/220 B/50 Hz

e Cool performance range (EN 12900), kwO-1
e Height, mml192

e Length, mm250

e Width, mm200

e Net weight, kg9

e Amount of oil, 10,295

e Noise level, dBA60O

e Compressor brandCubigel

e RefrigerantR134a

e The volume of the cylinder, cm310,97

e Cold Performance (ASHRAE), kWO, 197

e Cold-performance (T0-35/Tk’40), kWO, 103
e ManufacturerUbigel compressors

e CountrySpain
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Cubigel GL80AAb R134a (LBP) compressor
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Manufacturer

Compressor brand

Maodel

Compreassor fype

The purpose of the compressor
Refrigeration ratio (EN 12900)
Periormance regulation

Power compressor

Cool performance range (EN 12300), kW
Cold-performance (T0-35Tik'40), KW
Height, mm

Lengih, mm

Width, mm

Met weight, kg

Amount of oil, |

Noise level, dBA

Cubigel

Cubigel

L

Hermetic piston
Low-temperature
088

No

Phase 1/220 B/50 Hz
01

0,103

192

250

200
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