
COMPRESSOR, DANFOSS, SECOP, HMK95AA,
R600, 145W, 1/5CV, réfrigéteur ,
congélateur, LBP, Equivalent: EMBRACO
NBM1114Y – NBM1116Y, DANFOSS NLE11KK
– NL10K – NL11K – NLE15K, DANFOSS
NLE11KK – NL10K – NL11K – NLE15K,
DANFOSS NLE11KK – NL10K – NL11K –
NLE15K, ELECTROLUX HP14AH – HP12AH,
SECOP TLES8.7KK.3 – HMK95AA
Category: compressor
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Tech Notes:
220/240V 50Hz 167W, power supply 1/5+ Hp, capacity 9.5 cc
gas R600 LBP

Description
Compresseur Danfoss-SECOP HMK95AA – LBP – R600 Réfrigération LT 230/1/50 – RSIR
Volume balayé : 9.5 cm³

Caractéristiques techniques
Marque : DANFOSS SECOP
Modèle : HMK95AA
CYLINDRÉE (CM³)9,6
FLUIDER-600a
APPLICATIONLBP
PLAGE D’APPLICATION-35/-5
PUISSANCE (W)313
PUISSANCE FRIGORIFIQUE (TK+40°C)-5/381 -15/252 -25/152 -35/81
TENSION (V)240/1/50
DÉMARRAGERSIR
I.MAX (A)1,03
Ø ASPIRATION6,15
Ø REFOULEMENT5,15
DIMENSIONS (MM)239x151x159
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