Mbsm.pro, COMPRESSOR, EMBRACO,
HERMETIC, FREEZE, ICE CREAM,
NT2192GK, 1.2 HP, 1v2 HP , 220-240V,
LBP, 1262 W, R404A/R507, CSR

Category: compressor
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Compressor Aspera NT2192GK

TECHNICAL DATA

Evaporating

. . Lubricant . Max.
Model Displacement Refrigerant Voltage temperature (Charge/Type) Weight Height
range
NT2192GK 22,4 cm’®  R404A/RS507 230V/50Hz -40°C~-10°C  POE 22 /450 ml igf’ 234 mm

Cooling Capacity

Evaporating Temp. / Cooling Capacity R404A/R507

Model .
Condensing Temp. -409C -359C -309C -259C -209C -159C -10¢C
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5 2C - - 518 W675 W860 W 1074 W 1321 W

5
NT2192GK
45 °C 373 W506 W669 W865 W1100 W 1375 W 1693 W

THERMALLY PROTECTED
5.80RLA | 40.0LRA
~ MADE IN SLOVAKIA  NO START WITHOUT STARTING DEVCE
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208 —230V ~ 60Hz |R 404A
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Emb;'aco LBP

NT2178GK Compressorel 17,40 R404A 220
Embraco LBP
NT2180GK Compressorel,1 20,40 R404A 220 & MBS g
Embraco LBP 4 ‘
NT2180U Compressore1l 22,40 R290 220 # ® ’
Embraco LBP R — )
NT2192GK Compressorel,2 22,40 R404A 220
Embraco LBP
NT2192GS Compressorel,2 22,40 R404A 380
Embraco LBP
NT2210U Compressorel 1/427,80 R290 220
Embraco LBP
NT2212GK Compressorel,7 27,80 R404A 220
Embraco LBP
Private Picture Capyright : cas
NT2178GK(V) 17.39 1 208-230V 60Hz 1~ CSR 1070 1,35 790 1,03 s
54.4
NT2180GK(V) 20.44 1 115V 60Hz 1~ CSIR 1120 1.18 823 0.88 .
! 544
NT2180GK(V) 20.44 1 115V 60Hz 1= f CSR | 1173 1,38 879 1.02 s
!n | 54.4
NT2180GK(V) 20.44 1 208-230V 60Hz 1~ CSR 1161 132 | 854 0.99 .
1 ! 544
NT2192GK(V) 22.40 1/4 115V 60Hz 1~ L CSIR 1230 1.19 S04 0.97 P
o |
n [ = 544
NT2192GK(V) 22.40 1/4 115V 60HZ 1= . C5R | 1283 1.41 943 1.02 e
544
NT2192GK(V) 22.37 1 208-230V 60Hz 1~ CSR 1262 1.43 928 1.05 =
1 54.4
NT2212GKV 27.80 1/2 115V 60Hz 1~ CSR 1609 1.37 1183 1.00 e
1 54.4
NT2212GK(V) 27.80 1/2 208-230V 60Hz 1~ CSR 1673 1.42 1230 1.03 e
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