
Mbsm.pro,  Compressor,  v75,
1/4 hp, 190 w, lbp, r12
written by Jamila | 31 December 2022
Mbsm.pro, Compressor, v75, 1/4 hp, 190 w, lbp, r12

Mbsm.pro,  Compressor,
Samsung, r134a, lbp, CD124Q,
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L1Z2MSA143Q,  S1ZMSA151Q,
L1AMSA162Q,  L1GMSS162Q,
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AC R134a LBP

SPÉCIFICATION

AC200-240V~50Hz
CD124Q,  L1Z2CD130Q,  S1ZACD130Q,  L1Z2MSA143Q,  S1ZMSA151Q,
L1AMSA162Q,  L1GMSS162Q,  L1UMSA170Q,  L1BMSA170Q,  L1GMSA170Q,
L1HMSA182Q, L2HMSS182Q, L2UNC1A37QLB
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temperature, HMBP
written by Jamila | 31 December 2022

Mbsm.pro,  Danfoss,  compressors,  R134a,  medium,  temperature,
HMBP

https://www.mbsm.pro/danfoss
https://www.mbsm.pro/danfoss
https://www.mbsm.pro/danfoss


Mbsm.pro,  Subcool,
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Mbsm.pro,  Subcool,  compressor,  commercial  display  fridge,
gqr90tg, 1/3 hp–, 480 w, R134a, 220V, mbp

Mbsm.pro,  Compressor,
kx69Lbeg, LG, Serie Kx, 1/5
hp++,  1/4  hp–,  Lbp,  r134a,
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w/input  150  w,  capillary
0.040
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Mbsm.pro, Compressor, kx69Lbeg, LG, Serie Kx, 1/5 hp++, 1/4
hp–, Lbp, r134a, 220-240v, RSIR, PTC, 190 w, capillary 0.040
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Mbsm.pro,  Compressor,  AQAW66X,  1/5  hp,  Freezer,  Wanbao
Refrigerator Compressor

Mbsm.pro,  Compressor,  R134a,
FR7.5G,  103G6680,  220-240V
50/60Hz,  LBP/HBP,  1/5HP++,
1/4 hp–
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Mbsm.pro,  Compressor,  R134a,  FR7.5G,  103G6680,  220-240V
50/60Hz, LBP/HBP, 1/5HP,

Mbsm.pro,  Compressor  Acc,
hmk95at, 1/5 hp, r600a, 160 w
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Technical data
Click  over  each  model  for  complete  details  and  technical
sheet.

Model Refrigerant
Rated
Voltage

Frequency Displacement Motor
Type

Cooling
Capacity

COP without
R.C.

COP with R.C.

Approval
Height

Net
WeightASHRAE CECOMAF ASHRAE CECOMAF ASHRAE CECOMAF

-23.3℃ -25℃ -23.3℃ -25℃ -23.3℃ -25℃

[V] [Hz] [cc] [W] [W] [W/W] [W/W] [W/W] [W/W] [mm] [Kg]

HMK70AA R600a 220-240 50 6.6 RSIR 116 87 1.49 1.18 – –
VDE, CE,

EAC
159 7.2

HMK80AA R600a 220-240 50 8.1 RSIR 136 102 1.50 1.18 – –
VDE, CE,

EAC
159 7.2

HMK95AA R600a 220-240 50 9.6 RSIR 167 125 1.53 1.20 – –
VDE, CE,

EAC
159 7.5

HMK12AA R600a 220-240 50 11.1 RSIR 198 149 1.53 1.20 – –
VDE, CE,

EAC
167 8.4

 HMK95AT R600a 200-240 50 9.6 RSIR 167 126 1.53 1.20 – – CE 167 8.4
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