Mbsm.pro, Cubigel, MLY90OLA,
CAE44/9450Z, SC10DL,
NEK6210GK, professional,
refrigeration, compressor,
3/8 Hp++, 1/2 hp—, R404A /
R507, freezer, Ael420zf, 625
L
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Compressor Embraco Aspera NEK6210GK, MBP — R404A, R507, 220 —
240V/1/50Hz, 1/2 HP, discharge 8.77 cm3, motor type CSIR,
lubricant type POE 22, lubricant charge 350 ml.1318 W at +7.2
/ +54.4 °, expansion device: capillary or valve, cooling: fan
cooling, weight 11 kg
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COMPRESSOR: MLYO9OLA

Refrigerant R404A/R507A

Power supply|220 — 240V 1~ 50 Hz

Mbsm.pro, COMPRESSOR, Tecumseh, 1/2 hp ++, 7/16 HP, CAE4456Y,
CSIR, HMBP, ++Big, RI134A, 1396 W, 1201 KCal, 4760 Btu,
P.frigorifique 436 W -25

Mbsm.pro, SC10DL, Compressor, R-404A, R-507A, 3/8 HP++, 1/2
hp—, MHBP

Characteristics

= Cylinder volume9.09 cm3

» The weightl0.3 kg

= Suction line connection6.5 mm
 Pressure line connection4.9 mm
= Power consumption V/Hz/ph200-230V / 50 / 1
» Starting currentll.5 A

= 0il filling0.40 dm3

= Application typelow temperature
= Compressor SeriesL

= RefrigerantR404A/R507A

= Maximum operating current3.2 A

Cooling capacity [W]
t. \Vt. -40(-35|-30|-25(-20|-15|-10
40 180|263 |358|465|585|716|860
45 160|233 (317|414 |523|644|777
50 141|202|276|363|461|527|595
55 121]172|236(311|399|500(612
60 101|142|195|260|338 (427|529
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Operating conditions: CECOMAF

t

. — Condensing temperature [2C]

t . — Boiling point [2(]
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CARACTERISTICAS TECNICAS

>> Peso Neto: 79

>> Sistema de refrigeracion: KOMP
>> Potencia: 459 w

>> Consumo en WTS / Hs: 239

>> Motocompresor Tecumseh: AE1420ZF
>> Frecuencia: 50 hz

>> Corriente en AMP: 2,5 A

>> Consumo Anual en KW: 1221,29
>> Tension de Voltaje: 220V-50HZ
>> Cantidad de Gas: 175

>> Gas: R404A

>> Motocompresor Huayi: MLY9OLA
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