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1. Il peut arriver que les fixations du nouveau chauffe-eau correspondent a
celles de 1'ancien, mais c’est assez rare.
Le plus souvent, vous devrez prendre les mesures des points d'accrochage du
ballon, en fonction de la hauteur désirée. Un gabarit de percage, souvent fourni
par le fabricant, facilite le travail.
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La production d’eau de haute pureté a généralement utilisé une combinaison de
procédés de séparation par membrane et d’échange d’ion
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Compressors of the hermetic type from the manufacturer ACC Cubigel Huayi
Electrolux ZEM can be found in our online shop category compressors.
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le remplacement d’'un compresseur R6OOA par un compresseur R134A est possible a
condition:
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GX21TB VEO1

COMPRESSORS 220-240V 50Hz ~1

COMPRESSOR APPLICATION

Digplacement (cm3) 20.72 Application High/Mid. back pressure

Diiarneter (mm) 3483 Refrigarant R134a

Stroke (mm) 21.62 Evaporating ("C) 251010

Net Weight (Kg) 17 Expansion Capillar™alve

Oil type 120 VG 46 ESTER Comp. cooling Fan cooled

Oil charge (cm3) 500 Max. ambient temp. (*C} 43

MOTOR NOMINAL PERFORMANCE CYCLEC CYCLED

Approximate Power (CV) 5/8 Cooling capacity (W) 1550 1855

Voltage/Frequency (V/Hz) 220V 50Hz Input power (VW) B18 B0

Woltage range (V) 187-264 EER (kcalWh) 1.62 1.87

Code B2 187 COP (WiwW) 1.89 218

Type CSIR Current (A) 516 529

Phase number 1PH TEST CONDITIONS

Locked rotor current (A) 26.0 Evaporating temp. ("C) 50 T2

Main W. resist. at 25°C () 2.45 Condensing temp. (°C) 55.0 55.0

Start W. resist. at 25°C (L) 259 Lig.t entering expan. (“C) 55.0 46.0
Ambient t. and return (°C) 320 35.0
Tens/Freq (\V'/Hz) 2200 50Hz 220V 50Hz

ELECTRICAL COMPONENTS

Relay 9660 A 180 MTRP 16

Pick-Up [A) 16,70 16,70

Drop-Out (A) 14,00 14,00

Protector MRA3B128 TO535/G.

Current [A) 17.0 17.0

Time check (seq) 7.5-14 7514

Disc temp. (Open/Close) (“C) 105.0/52.0 105.0 /1 52.0
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