
compressor,  R134a,  AE4430Y-
FZ,  HERMÉTIQUE-TECUMSEH,
220-240V 50Hz, 1/4HP++, HMBP,
1/3HP, 337W, AEZ4430Y
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Compressor Tecumseh L` Unite AEZ4430Y/AE4430Y, HBP – R134a,
220  –  240V,  50  Hz,  1  phase  *Warning  –  equivalent  goods:
AE4430Y will be delivered

Refrigerant: R134a

Power range(W): 701 – 1000 W

Connecting size: 3/16″

Suction: 1/4″

Working area: HBP

Design type: Hermetic

Model series: AE

Use with: Expansion/Capillary

Power supply: 230 V

Oil type: POE

Engine type: CSIR

Article condition: New

Info: Oil filled

Shipping weight: 12,20 Kg

Contents: 1,00 Pieces

Dimensions ( height ): 19,90 cm

customs tariff number: 84143081
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Manufacturer: Tecumseh L` Unite

Model: AEZ4430Y

Stroke volume (cm3): 8,8

Performance condition: +5 / +50 °C

Power (W): 768

Engine type: CSIR

dbA @ 1m: 50

Note: Fan cooling necessary

Equipment: Start-Capacitor 50 uF / 250V

Oil quantity (l): 0,35

Compressor type: Piston

Suction (inch): 1/4

Discharge (inch): 3/16

Alternative: AE4430Y
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220 – 240V, 50 Hz, 1 phase, discharge: 8.02 cm3, oil type:
POE, oil charge: 280 cm3, electrical equipment CSIR, cooling
power: 702 W at +5 / +50 °C, connection: suction: 1/4 inch,
discharge: 3/16 inch, sound level: 56 dBA, start capacitor:
50uF/250V,  expansion  device:  capillary  or  with  expansion
valve, cooling: forced, height: 200 mm, weight: 9.7 kg











Compressor,  r600a,  1/5HP,
LBP,  149W,  htk12aa,
Electrolux,  Brandt,  220-240V
50Hz, Run Capacitor: 4.0 µF (
5.0  µF  as  alternative  )  ,
Motor type RSCR/RSIR
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compressor/compressor ACC – Electrolux HTK12AA, LBP – R600a,
Power consumption 1/5HP++, 220-240V/1/50Hz, Motor type RSIR,
Injection:  Capillary  operation,  Displacement  11.1  cm3,  Oil
type mineral oil, Oil quantity 170 cm3, Power 116 W at -25 /
+55°C,  Power  consumption  149  W,  Current  0.77,  Weight
8.6Cooling  capacity

–10 °C –15 °C –20 °C –25 °C –30 °C –35 °C

300 240 188 144 107 78

Shipping Class Standard

Scope Of Application LBP

Lieferzeit 2-3 Wochen

Type Of Construction Piston

Condensation Temperature 55°C

Maker ACC

Manufacturer No. HPY12AA

Displacement In Cm3 11.1

Measuring Requirements Ashrae

Refrigerants R600a

Series HPY
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Condensing Units Compressors Compressors

Suspense 220-240V

Weight In Kg 12.7

Be the first to review this product1.
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Compressor,  KONOR,  gqy90aa,
GQR90AA,  R134a,  220-240V
50Hz,  LBP  ,  RSIR,  10,1kg
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1/4HP, 220W
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Compressor, KONOR, GQR90AA, R134a, 220-240V 50Hz, LBP , RSIR,
10,1kg 1/4HP, 220W
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