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Discover the detailed specifications and performance parameters of Slberla
compressors, including the T Series, F Series, and S Series. Learn about their
cooling capacities, refrigerant compatibility, and energy efficiency to
determine the ideal compressor for your refrigeration needs. This guide also
provides insights into installation requirements, packaging details, and special
considerations for R600a and R134a compressors
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Explore the detailed specifications and performance metrics of LBP compressors
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using R134A refrigerant. This guide provides insights into various models,

cooling capacities,

efficiency ratings,

perfect fit for your refrigeration needs

and motor types,

their

ensuring you find the
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and Selection Tips

DENFOSS COMPRESSOR
Capillary Length | Capillary NO Hp (Horsepower) Compressor No
4 Feet 0.26 150 ml 114 TL2A
4 Feet 0.26 150 ml 112 TL2.5A
4 Feet 0.26 150 ml 112 TL2.5B
4 Feet 0.26 150 mi 114 PW3K6
4 Feet 0.26 150 ml 112 PW3K7
6 Feet 0.26 175 m 110 PW3.5K7
6 Feet 0.26 175 ml 110 TL3B
7.5 Feet 0.28 200 ml 1/8 TL4B
7.5 Feet 0.28 200 ml 1/8 TL4A
7.5 Feet 0.28 200 ml 1/8 PW4.5K9
7.5 Feet 0.28 200 ml 1/8 PW4.5K7
7.5 Feet 0.28 200 ml 1/8 PW4.5K11
7.5 Feet 0.28 200 ml 1/8 TFS4AT
9 Feet 0.31 250 mi 1/6 TL5A
9 Feet 0.31 250 ml 1/6 PW5.5K11
9 Feet 0.31 250 mi 1/6 PW5.5K9
9 Feet 0.31 250 ml 1/6 TFS5AT
9 Feet 0.31 250 mi 1/6 FR6B
10 Feet 0.31 275 mi 115 FR7.5A
10 Feet 0.31 275 mi 1/5 FR7.5B
10 Feet 0.31 300 mi 1/4 FR8.5A
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Discover the essential specifications and applications of Danfoss compressors in
this comprehensive guide. Learn about capillary length, oil quantity,
horsepower, and how to choose the right compressor for your refrigeration or air
conditioning needs. Perfect for HVAC professionals and enthusiasts alike



