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Mbsm.pro, Huayi, Compressor, B25H, R134a, LBP, COMPRESSORS -B
SERIES, B25H5 127V, B25H 220V, Water Dispenser, 220-240V/50HZ,
55w, 1/14 hp, 220-240V/60HZ, 63w, 1/12hp
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Mbsm.pro, DL25YE-4, 1/4 hp , 1Ph, DAEWOO,COMPRESSOR, R12, CSR,
compressor, LBp, 220V 60hz
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Compressor,  Embraco,  Aspera,  EMY26CLC,  LBP,  R600a,  220  –
240V/1/50Hz, 1/12 HP, RSIR, LRA 7.8 A, 83 Wat
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220-240V, 1 /8hp, 140w
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Mbsm.pro, COMPRESSOR, ZEL, Zanussi, refrigerator, CUBIGEL/ ACC
, HML140A, HDL140A, LBP, R600A, 220-240V, 1 /8hp, 140w

Mbsm.pro,  Compressor,  ACC,
Cubigel,  Huayi,  Electrolux,
ZEM, MPT14LA , MPT14RA, LBP ,
R404A, R507, 1/2HP, 220-240V
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Compressor Tecumseh L` Unite CAJ2432Z, LBP – R404A, 220 –
240V, 50 Hz, 1 phase, discharge: 18.3 cm3, oil type: POE, oil
charge: 887 cm3, electrical equipment: CSR, cooling power 381
W at -35 / +40 °C, connection: suction: 1/2 inch, discharge:
5/16 inch, sound level: 56 dBA, start capacitor: 8 8 uF/250V,
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run  capacitor:  15  uF/400V,  expansion  device:  capillary  or
expansion valve, height: 271 mm, weight: 21.5kg

Type: Low back pressure (LBP)
Refrigerant: R404a/507
Displacement: 14.32cm³
Power: 1/2CV
Voltage: 230V – 50Hz
Single-phase
Motor type: CSR
Weight: 13.4 kg

Evaporation temperature
-40°C: 243W
-30°C: 420W
-25°C: 535W
-10°C: 988W
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220-240V/1/50Hz, 166 W
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Compressors/Compressors ACC – Electrolux HP14AH, LBP – R600a,
Power  consumption  1/5HP,  220-240V/1/50Hz,  Motor  type  RSIR,
Injection: Capillary operation, Displacement 14.32 cm3, Oil
type ISO VG10 Mineral oil, Oil quantity 300 cm3, Power 147 W
at -25 / +55 °C, Power consumption 166 W, Power 0.0 W,Cooling
capacity

–10 °C –15 °C –20 °C –25 °C –30 °C –35 °C

344 276 216 166 124 92

Shipping Class Standard

Scope Of Application LBP

Lieferzeit 2-3 Wochen

Type Of Construction Piston

Condensation Temperature 55°C

Maker ACC

Manufacturer No. HPY14AA

Displacement In Cm3 14.32

Measuring Requirements Ashrae

Refrigerants R600a

Series HPY

Condensing Units Compressors Compressors

Suspense 220-240V

Weight In Kg 13
Compressor ACC Cubigel Huayi Electrolux ZEM HPY14AA, LBP -
R600a, 220- 240V/1/50Hz, 1/5 HP, discharge 14.32 cm3, motor
type RSIR, oil type ISO VG10 mineral, oil charge 300 cm3, 166
W  at  -25  /  +55  °,  input  power,  current  147  W,  0.96  A,
expansion device: capillar, cooling: static, weight 11 kg ,
the  statutory  warranty  period  shall  apply  (24  months),
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Delivery time Info: with “immediately available” and “scarce
stock”, usually delivery within 2 days. For “currently not
available” delivery time usually 2 weeks or delivery time in
urgent cases contact us.

Refrigerant: R600a

Power range(W): 101 – 200 W

Performance range (C): -35 C to -10 C

Connecting size: 6,5 mm

Suction: 8,1 mm

Working area: LBP

Design type: Hermetic

Model series: HPY

Use with: Capillary

Power range(HP): 0-2

Power supply: 230 V

Oil type: ISO VG 10 Mineral

Engine type: RSIR

Article condition: New

Info: Oil filled

Shipping weight: 13,00 Kg

Dimensions ( length × width × height
):

20,40 × 16,20 × 19,60 cm

customs tariff number: 84143081

Cooling capacity condition: T0 -25 C, Tk +55 C

Manufacturer:
ACC Cubigel Huayi
Electrolux ZEM

Model: HPY14AA

Modelname: HP14AH



Stroke volume (cm3): 14,32

Cooling capacity (W): 147

Power (HP): 0,25

Max. Starting current (A): 11,5

Max. Operating current (A): 0,96

Engine type: RSIR

Note: Static cooling

Oil quantity (l): 0,3

Compressor type: Piston

Power range: -35 C to -10 C

Alternative:
NBM1118Y , EMX70CLC ,

NBM1116Y

Pressure line (mm): 6,5

Suction line (mm): 8,1
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LG,  compressor,  1/10  ,1/8
,1/6  ,1/5  ,1/4  ,1/3  ,  hp
power,  wattage,  capillary,
amperes
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Refrigerator  compressor  LG  India  full  data  HP
codes,amperes,capillary  tube,wattage  trace  Hp  power  and
connect size wise capillary tube

High,  Efficiency,  R134a,
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Hermetic,  Compressor,
GPY16AF,  RoHS,  3/8hp,  csir,
lbp, 220v, 380w
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R134a GPY16AF series sealed refrigeration compressor
220-240v/50Hz

The main feature:
strong loading capacity,

high efficiency,
low noise,

light vibration,
good reliability.

suitable for mid-size refrigerators, freezers, displayers,
beer displayers and other mid-size refrigeration appliances.

The structure form is hermetical crank connecting-rod
reciprocating piston type.

They are the best selling high-tech compressors sold in the
world. They are ideal for domestic refrigeration and also for
small commercial applications. They are small, have low noise

and vibration levels, they achieve the highest levels of
efficiency available in the market for this category.

 

KONOR Displ. power
Motor
type

V/Hz
Cooling

capacity      W
Net               Weight             KG

GQR60AA 6 1/6 RSIR 220-240V/50Hz 140 9.4

GQR70AA 6.6 1/5 RSIR 220-240V/50Hz 165 9.4

GQR80AA 8.1 1/4 RSIR 220-240V/50Hz 198 9.4

GQR90AA 9.1 1/4 RSIR 220-240V/50Hz 220 10.1

GQY99AA 9.9 1/4 RSIR 220-240V/50Hz 270 10.9

GQY12AF 11.8 1/3 CSIR 220-240V/50Hz 325 10.56

GQY16AF 16.2 3/8 CSIR 220-240V/50Hz 380 12.1

GP16MG 16.2 5/8 CSIR 220-240V/50Hz 870 12.5

GP12MG 11.8 5/8 CSIR 220-240V/50Hz 656 10.9

GP12TG 11.8 3/8 CSIR 220-240V/50Hz 1140 11.8

GQR80TG 8.1 1/4 CSIR 220-240V/50Hz 730 9.8

GQR90TG 9.1 1/4 CSIR 220-240V/50Hz 830 10.5
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GQR60TG 6 1/5 CSIR 220-240V/50Hz 520 9.8

Specification

Hermetic  motor  driven  the  piston  connecting  rod  type
compressor. With relay start-up of hammer type, and equipped
with overload protector.

Application

Widely  used  in  homeand  commercial  refrigerator,air-curtain
cabinet,  display  showcase,  ice  maker,  chiller  freezer,
dehumidifier, etc.

R134a LBP Fan Cooling Compressor

Model:GPY16AF

Power:3/8HP

Displacement:16.2cm3

Capacity:380w

COP:1.3W

Voltage:200-240V/50HZ

Motor Way:CSIR

Application:LBP

Cooling Type:Fan Cooling

Height:210mm

Net Weight:12.9kg

Dimension:210*162*237.2(mm)

Test Conditions(ASHRAE)

Evaporating temperature -23.3ºC

Condensing temperature 54.4ºC



Subcooling temperature 32.2ºC

Suction temperature 32.2ºC

Ambient temperature 32.2ºC

Conversion:    

1watt=3.41Btu/h=0.86kcal/h
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Type: Hermetic piston compressorsProducer: ACCSeries: HMBP
Model: L55BV
General data

Refrigerant: R12

Discharge element: C
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Cooling: OC

Maximum ambient temperature [ºC]: 43
Compressor’s data

Cylinder capacity [cm³]: 5,5

Displacement [m³/h]: 0,9

Weight [kg]: 9,5

Oil charge [cm³]: 470

Oil type: ISO VG 46 MINERAL
Engine’s data

Engine type: RSIR

Power [KM]: 1/6

Starting element: LST

Power supply: 200V 50Hz

Voltage range: 180-242

Locked rotor current [A]: 10,9

Running winding resistance (25ºC) [Ω]: 10,81

Starting winding resistance (25ºC) [Ω]: 34,36
Electrical data

Relays: 9660 B 118, MTRP 33

Shielding element: MRP63AMK, T0069

Starting capacitor volume [μF]:
Connections

milimeters inches

Suction/service tube: 6,5

Service/suction tube: 6,5

Discharge tube: 4,9

Oil cooler tube: 4,9


