
LG, compressor, 1/10 ,1/8 ,1/6 ,1/5
,1/4 ,1/3 , hp power, wattage,
capillary, amperes
Category: Chaud&Froid
written by www.mbsm.pro | 21 December 2021
Refrigerator compressor LG India full data HP codes,amperes,capillary
tube,wattage trace Hp power and connect size wise capillary tube

High, Efficiency, R134a, Hermetic,
Compressor, GPY16AF, RoHS, 3/8hp,
csir, lbp, 220v, 380w
Category: compressor
written by www.mbsm.pro | 21 December 2021
R134a GPY16AF series sealed refrigeration compressor 220-240v/50Hz
The main feature:
strong loading capacity,
high efficiency,
low noise,
light vibration,
good reliability.
suitable for mid-size refrigerators, freezers, displayers, beer displayers and other mid-size
refrigeration appliances. The structure form is hermetical crank connecting-rod reciprocating piston type.
They are the best selling high-tech compressors sold in the world. They are ideal for domestic
refrigeration and also for small commercial applications. They are small, have low noise and vibration
levels, they achieve the highest levels of efficiency available in the market for this category.
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KONOR Displ. power Motor
type V/Hz Cooling

capacity      W Net               Weight             KG

GQR60AA 6 1/6 RSIR 220-240V/50Hz 140 9.4
GQR70AA 6.6 1/5 RSIR 220-240V/50Hz 165 9.4
GQR80AA 8.1 1/4 RSIR 220-240V/50Hz 198 9.4
GQR90AA 9.1 1/4 RSIR 220-240V/50Hz 220 10.1
GQY99AA 9.9 1/4 RSIR 220-240V/50Hz 270 10.9
GQY12AF 11.8 1/3 CSIR 220-240V/50Hz 325 10.56
GQY16AF 16.2 3/8 CSIR 220-240V/50Hz 380 12.1
GP16MG 16.2 5/8 CSIR 220-240V/50Hz 870 12.5
GP12MG 11.8 5/8 CSIR 220-240V/50Hz 656 10.9
GP12TG 11.8 3/8 CSIR 220-240V/50Hz 1140 11.8
GQR80TG 8.1 1/4 CSIR 220-240V/50Hz 730 9.8
GQR90TG 9.1 1/4 CSIR 220-240V/50Hz 830 10.5
GQR60TG 6 1/5 CSIR 220-240V/50Hz 520 9.8
Specification
Hermetic motor driven the piston connecting rod type compressor. With relay
start-up of hammer type, and equipped with overload protector.
Application
Widely used in homeand commercial refrigerator,air-curtain cabinet, display
showcase, ice maker, chiller freezer, dehumidifier, etc.
R134a LBP Fan Cooling Compressor
Model:GPY16AF
Power:3/8HP
Displacement:16.2cm3
Capacity:380w
COP:1.3W
Voltage:200-240V/50HZ
Motor Way:CSIR
Application:LBP
Cooling Type:Fan Cooling
Height:210mm
Net Weight:12.9kg
Dimension:210*162*237.2(mm)
Test Conditions(ASHRAE)
Evaporating temperature -23.3ºC
Condensing temperature 54.4ºC
Subcooling temperature 32.2ºC
Suction temperature 32.2ºC
Ambient temperature 32.2ºC
Conversion:    
1watt=3.41Btu/h=0.86kcal/h
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L111CYA, COMPRESSOR, ASSY, Indesit ,
Ariston, whirlpool, 1/5hp, lbp, 180W,
r600a
Category: compressor
written by www.mbsm.pro | 21 December 2021

https://www.mbsm.pro/?attachment_id=48207
https://www.mbsm.pro/wp-content/uploads/2021/12/Mbsm_dot_pro_private_PDF_gpy16f.pdf
https://www.mbsm.pro/wp-content/uploads/2021/12/Mbsm_dot_pro_private_PDF_gpy16f.pdf
https://www.mbsm.pro/48187.html
https://www.mbsm.pro/48187.html
https://www.mbsm.pro/48187.html


https://www.mbsm.pro/?attachment_id=48188


https://www.mbsm.pro/?attachment_id=48189


https://www.mbsm.pro/?attachment_id=48190


Mbsm_dot_pro_private_PDF_L111CYATélécharger

Hermetic compressors, Cubigel
Compressors, LBP , L55BV, 1/6hp, r12
Category: compressor
written by www.mbsm.pro | 21 December 2021
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Type: Hermetic piston compressorsProducer: ACCSeries: HMBP
Model: L55BV
General data

Refrigerant: R12
Discharge element: C
Cooling: OC
Maximum ambient temperature [ºC]: 43
Compressor’s data

Cylinder capacity [cm³]: 5,5
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Displacement [m³/h]: 0,9
Weight [kg]: 9,5
Oil charge [cm³]: 470
Oil type: ISO VG 46 MINERAL
Engine’s data

Engine type: RSIR
Power [KM]: 1/6
Starting element: LST
Power supply: 200V 50Hz
Voltage range: 180-242
Locked rotor current [A]: 10,9
Running winding resistance (25ºC) [Ω]: 10,81
Starting winding resistance (25ºC) [Ω]: 34,36
Electrical data

Relays: 9660 B 118, MTRP 33
Shielding element: MRP63AMK, T0069
Starting capacitor volume [μF]:
Connections

milimeters inches
Suction/service tube: 6,5
Service/suction tube: 6,5
Discharge tube: 4,9
Oil cooler tube: 4,9

REFRIGERATOR, Samsung refrigerator,
CoolTech, Model, SR-38NMB, Capacity:
13 cubic feet, Compressor, SD162P-
L1W2 , 1/5 Hp, Lbp, R134A, 198W,
input 145 w
Category: compressor,Freezer
written by www.mbsm.pro | 21 December 2021
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REFRIGERATOR, Samsung refrigerator, CoolTech, Model, SR-38NMB, Capacity: 13
cubic feet, Compressor, SD162P-L1W2 , 1/5 Hp, Lbp, R134A, 198W, input 145 w

Neon compressor, QD128H(360W), 1/3Hp,
QD158H(450W), 3/8+, QD142H(395W),
3/8+, QD168H (322W), 1/2Hp, R134a
Category: compressor
written by www.mbsm.pro | 21 December 2021
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Neon compressor, QD128H(360W), 1/3Hp, QD158H(450W), 3/8+, QD142H(395W), 3/8+,
QD168H (322W), 1/2Hp, R134a

NE2125GK, NEK2130GK, NEK6181GK,
EMT6165GK, ML90FB, KB2416ZK2,
R404a/R507, 1/3HP, LBP, All
COMPRESSEURS, GAZ R404A – R507,
EMBRACO
Category: compressor
written by www.mbsm.pro | 21 December 2021
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Compressor coolant R404a/R507 type
NE2125GK 220-240V 50Hz LBP fully
hermetic 10,45kg 1/3HP

Compressor coolant R404a/R507 type
NEK2130GK 220-240V 50Hz LBP 10,9kg
1/3HP
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NEK6181GK ASPERA EMBRACO COMPRESSOR
1/3HP R404A / R507
DESCRIPTION

NEK6181GK Aspera Embraco compressor
1/3HP 
Refrigerant: R507a R404A
Power range(W): 1 – 1,5 kW
Working area: MBP
Design type: Hermetic
Use with: Expansion/Capillary
Power range(HP):0-2
Power supply: 220 – 240V/1/50Hz
Oil type: POE22
Engine type: CSIR
Article condition:New

EMT6165GK ASPERA EMBRACO COMPRESSOR
1/3HP R404A / R507
DESCRIPTION

Aspera Embraco EMT6165GK compressor
1/3HP 
high evaporation temperature
Refrigerant: R507a R404A
Power range(W): 401 – 500 W 701 – 1000 W
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Performance range:-20 C to +10 C
Connecting size:4,9 mm
Working area: MBP
Design type: Hermetic
Model series: EMT
Use with: Expansion/Capillary
Power range(HP):0-2
Power supply: 240V/1/50Hz
Oil type: POE22
Engine type: CSIR
Article condition:New

Compressor ACC – ML90FB, LBP – R404A,
R507,1/3HP, 220-240V
Compressor ACC – ML90FB, LBP – R404A, 220-240/50Hz Injection: capillary tube /
expansion valve Power: 1/3 HP Refrigerating capacity at -25 / +55°C: 276 W,
power consumption: 333 W Max Ambient temperature: 43 ºC Displacement: 8.85 cm3
Engine type: CSIR Oil filling: 400 cm3 Oil type: ISO VG 46 ESTER Starting
element: HST Start capacitor: 47- 56 / 330 µF/V Voltage range: 187-264 V
Starting current: 12.2 A Weight: 11 kg Connections: 6.5 x 4.9 mm Main winding
resistance: 8.42 (25ºC) Ohm Winding resistance: 29.75 (25ºC) Ohm. cooling
capacity measured for condensation temperature of: 45°C, measuring conditions:
ASHRAECooling capacity
–10 °C –15 °C –20 °C –25 °C –30 °C –35 °C –40 °C
729 606 495 394 305 227 161

Shipping Class Standard
Scope Of Application LBP

Lieferzeit 2-3 Wochen
Type Of Construction Piston

Condensation Temperature 45°C
Maker ACC

Manufacturer No. ML90FB
Displacement In Cm3 8.85

Measuring Requirements Ashrae
Refrigerants R404A, R507

Series ML
Condensing Units Compressors Compressors

Suspense 220-240V
Weight In Kg 12.1

Supco KB2416ZK2 – Compressor LBP HST
1/3HP 1580/1696 BTU 208/230V – R404a
/ R507 Refrigerant – 1580 / 1696 BTU



@ -10°F – 0.32″ I.D. Suction Size –
0.19″ I.D. Discharge

Stock Code KB2416ZK2
Brand Supco

Voltage (V) 208 / 230 VAC
Phase Single Phase

HP Rating: 1 / 3 HP
Oil Charge (oz.) 507 cc.

Motor High Start Torque
Operates Icemakers; Refrigerators

Cross Refefence Replacement Part:NEK2134GK ; Manufacturer :Embraco
Mbsm_dot_pro_private_PDF_KB2416ZK2_prd_001_1_Télécharger

FREON R404a/R507 220-240V 50HZ

Code Prix Type Marque Puissance
HP

Cylindrée
CM3 Pression Schéma

électrique

Capacité
frigorifique en
watt-10°C-5°C0°C+5°C

SEQ616 89.51€ EMT6144GK EMBRACO 1/5 3.97 HMBP CSIR 360 438 530 630
SEQ608 85.02€ NEK6181GK EMBRACO 1/3 7.28 HMBP CSIR 565 689 836 1006
SEQ690 86.26€ NEK6210GK EMBRACO 3/8 8.78 HMBP CSIR 669 821 999 1205

SEQ709 122.29€ AEZ4425Z UNITE
HERMETIQUE 1/5 4.50 HMBP CSIR 263 341 432 587

VNQ6987 114.69€ NEK2125GK EMBRACO 1/4 6.20 LBP CSIR 243 314 398 494
VASQ6276 112.12€ NEK6144GK EMBRACO 1/4L 4.52 HMBP CSIR 368 451 549 660
SEQ703 132.23€ NEK6213GK EMBRACO 1/2 12.12 HMBP CSIR 919 1120 1350 1610
CYQ6367 155.22€ NEK2168GK EMBRACO 5/8 14.30 LBP CSR 500 650 828 1030
FQQ6559 144.34€ NEK6217GK EMBRACO 5/8 14.30 HMBP CSR 1120 1360 1630 1932

VGQ6677 192.44€ AE4470Z UNITE
HERMETIQUE 1/2 12.00 HMBP CSIR

VGQ6676 180.64€ AE4450Z UNITE
HERMETIQUE 3/8 8.80 HMBP CSIR

SEQ912 198.59€ NJ2212GK EMBRACO 1.7 34.37 LBP CSR 945 1333 1775 2273
SEQ617 191.35€ NEK2150GK EMBRACO 5/8 12.12 LBP CSIR 445 570 716 888
SEQ902 175.39€ NT6222GK EMBRACO 3/4 17.40 HMBP CSR 1280 1590 1930 2308
SEQ609 221.62€ NJ2192GK EMBRACO 1.2 26.00 LBP CSR 752 1120 1345 1725
VNQ6902 198.45€ NT6226GK EMBRACO 1 22.40 HMBP CSR 1744 2144 2598 3095
VNQ6916 223.47€ NJ9232GK EMBRACO 1.2 26.20 HMBP CSR 1953 2458 3182 4070

SEQ674 256.69€ CAJ2432Z UNITE
HERMETIQUE 3/4 18.30 LBP CSR 510 792 865 1560

CYQ6239 276.42€ CAJ2446Z UNITE
HERMETIQUE 1.2 26.10 LBP CSR 797 1194 1423 2290

CYQ6236 287.60€ CAJ2428Z UNITE
HERMETIQUE 5/8 15.20 LBP CSR 394 628 762 1261

IQ1517 307.80€ CAJ9480Z UNITE
HERMETIQUE 5/8 15.20 HMBP CSR 1009 1284 1607 2172

SEQ990 354.18€ CAJ4517Z UNITE
HERMETIQUE 1.2 25.90 HMBP CSR 1776 2273 2857 3860

SEQ999 284.58€ CAJ9510Z UNITE
HERMETIQUE 1 18.30 HMBP CSR 1252 1583 1972 2650

ZNEQ6572 360.83€ CAJ2464Z UNITE
HERMETIQUE 1.5 34.40 LBP CSR 1076 1605 1902 3012

VASQ6285 348.56€ NJ9238GK EMBRACO 1.5 32.70 HMBP CSR 2485 2956 3509 4563
SEQ601 367.83€ NT6220GK EMBRACO 5/8 14.50 HMBP CSR 1126 1395 1700

SEQ921 394.30€ CAJ9513Z UNITE
HERMETIQUE 1.1 24.20 HMBP CSR 1501 1955 2485 3406

VASQ7698 392.13€ CAJ4519Z UNITE
HERMETIQUE 1.5 34.40 HMBP CSR 2353 3009 3756 5030
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ZRQ7716 441.16€ CAJ2440Z UNITE
HERMETIQUE 1 22.80 LBP CSR 647 945 1166 1876

HMP: Haute moyenne pression
HP: Haute pression
LBP: Basse pression

FREON R404a/R507 220-240V 50HZ

Code Prix Type Marque Puissance
HP

Cylindrée
CM3 Pression Schéma

électrique

Capacité
frigorifique en
watt-10°C-5°C0°C+5°C

SEQ616 89.51€ EMT6144GK EMBRACO 1/5 3.97 HMBP CSIR 360 438 530 630
SEQ608 85.02€ NEK6181GK EMBRACO 1/3 7.28 HMBP CSIR 565 689 836 1006
SEQ690 86.26€ NEK6210GK EMBRACO 3/8 8.78 HMBP CSIR 669 821 999 1205

SEQ709 122.29€ AEZ4425Z UNITE
HERMETIQUE 1/5 4.50 HMBP CSIR 263 341 432 587

VNQ6987 114.69€ NEK2125GK EMBRACO 1/4 6.20 LBP CSIR 243 314 398 494
VASQ6276 112.12€ NEK6144GK EMBRACO 1/4L 4.52 HMBP CSIR 368 451 549 660
SEQ703 132.23€ NEK6213GK EMBRACO 1/2 12.12 HMBP CSIR 919 1120 1350 1610
CYQ6367 155.22€ NEK2168GK EMBRACO 5/8 14.30 LBP CSR 500 650 828 1030
FQQ6559 144.34€ NEK6217GK EMBRACO 5/8 14.30 HMBP CSR 1120 1360 1630 1932

VGQ6677 192.44€ AE4470Z UNITE
HERMETIQUE 1/2 12.00 HMBP CSIR

VGQ6676 180.64€ AE4450Z UNITE
HERMETIQUE 3/8 8.80 HMBP CSIR

SEQ912 198.59€ NJ2212GK EMBRACO 1.7 34.37 LBP CSR 945 1333 1775 2273
SEQ617 191.35€ NEK2150GK EMBRACO 5/8 12.12 LBP CSIR 445 570 716 888
SEQ902 175.39€ NT6222GK EMBRACO 3/4 17.40 HMBP CSR 1280 1590 1930 2308
SEQ609 221.62€ NJ2192GK EMBRACO 1.2 26.00 LBP CSR 752 1120 1345 1725
VNQ6902 198.45€ NT6226GK EMBRACO 1 22.40 HMBP CSR 1744 2144 2598 3095
VNQ6916 223.47€ NJ9232GK EMBRACO 1.2 26.20 HMBP CSR 1953 2458 3182 4070

SEQ674 256.69€ CAJ2432Z UNITE
HERMETIQUE 3/4 18.30 LBP CSR 510 792 865 1560

CYQ6239 276.42€ CAJ2446Z UNITE
HERMETIQUE 1.2 26.10 LBP CSR 797 1194 1423 2290

CYQ6236 287.60€ CAJ2428Z UNITE
HERMETIQUE 5/8 15.20 LBP CSR 394 628 762 1261

IQ1517 307.80€ CAJ9480Z UNITE
HERMETIQUE 5/8 15.20 HMBP CSR 1009 1284 1607 2172

SEQ990 354.18€ CAJ4517Z UNITE
HERMETIQUE 1.2 25.90 HMBP CSR 1776 2273 2857 3860

SEQ999 284.58€ CAJ9510Z UNITE
HERMETIQUE 1 18.30 HMBP CSR 1252 1583 1972 2650

ZNEQ6572 360.83€ CAJ2464Z UNITE
HERMETIQUE 1.5 34.40 LBP CSR 1076 1605 1902 3012

VASQ6285 348.56€ NJ9238GK EMBRACO 1.5 32.70 HMBP CSR 2485 2956 3509 4563
SEQ601 367.83€ NT6220GK EMBRACO 5/8 14.50 HMBP CSR 1126 1395 1700

SEQ921 394.30€ CAJ9513Z UNITE
HERMETIQUE 1.1 24.20 HMBP CSR 1501 1955 2485 3406

VASQ7698 392.13€ CAJ4519Z UNITE
HERMETIQUE 1.5 34.40 HMBP CSR 2353 3009 3756 5030

ZRQ7716 441.16€ CAJ2440Z UNITE
HERMETIQUE 1 22.80 LBP CSR 647 945 1166 1876

HMP: Haute moyenne pression
HP: Haute pression
LBP: Basse pression
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COMPRESSOR, ASPERA, NJ2192GK, 1.1/4
HP, 220V, 1PH, R404A, LBP, 1199w
Category: compressor
written by www.mbsm.pro | 21 December 2021
Compressor ASPERA NJ2192GJ | NJ 2192 GJ
Product replaced the old model NJ2192GK
Refigerant R404A
Working range[stC] LBP -40 do -10
Nominal capacity [W]  (evaporating temperature -23,3C, Condensing
temperatur +54,4C) 1199

Power supply 220-240V 50Hz
Engine type CSR
Displacement [cm³] 26,10
Weight [kg] 22
Condensing temperature +55 C
Evaporating
Temperature Cooling Capacity +/-5%Power Consumption+/-5%

Current Consumption
+/-5%

°C (kcal/h) (W) (Btu/h) (W) (A)
-40      
-35      
-30  797  773 4,37
-25  1084  908 4,92
-20  1413  1045 5,49
-15  1784  1181 6,10
-10  2196  1317 6,72
Refrigerant: R404A
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Compresseur, Mitsubishi, Electric
MITSUBISHI, RH174VHAC, 9000 BTU/heure
(2,6 kW), 220-240V 50Hz, R22
Category: compressor
written by www.mbsm.pro | 21 December 2021
Modèle – Mitsubishi Electric RH 174 VHAC (9000Btu)
Productivité – 9000 BTU/heure (2,6 kW)
Alimentation – 220-240V 50Hz
Réfrigérant (fréon) – R22
Entre vannes – 15 cm
Hauteur compresseur – 22 cm
Diamètre compresseur – 13 cm
#mbsmpro
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mbsm.pro, Refrigereation, Compressor,
GFF57AA, SEBERIA, Hermetic,
Compressor GFF57AA, LBP, R134a,
Disp.5.7cc, 1/5HP, Series, LBP
Category: compressor
written by www.mbsm.pro | 21 December 2021
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