
Mbsm.pro, Refrigerator, Compressor,
Samsung, 1/4 Hp, r134a, 150g,
MK172HL1UA, MK172H-L1UA,
MK172HL1UA/TSE, 200/220V-50HZ/ 135W,
200/220V-60HZ/159W, RSCR
Category: compressor
written by www.mbsm.pro | 26 December 2021

https://www.mbsm.pro/48272.html
https://www.mbsm.pro/48272.html
https://www.mbsm.pro/48272.html
https://www.mbsm.pro/48272.html
https://www.mbsm.pro/48272.html


https://www.mbsm.pro/wp-content/uploads/2020/12/Mbsm_dot_pro_private_PDF_compres
sor-catalogue-2015-1.pdf
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Compressor ,ACC Cubigel ,Huayi

https://www.mbsm.pro/44787.html


Electrolux ,ZEM GL80AA / GVY75AA, LBP
– R134a, 220 – 240V/1/50Hz, 1/4 HP,
discharge 7.52 cm3, motor type RSIR /
RSCR, oil type ester, oil charge 180
cm3, 150 W at -25 / +55 °, input
power, current 146 W, 1.16 A,
expansion device: capillary, cooling:
static, weight 8.6 kg
Category: Technologie,Tester ok
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Compressor ,ACC Cubigel ,Huayi Electrolux ,ZEM GL80AA / GVY75AA, LBP – R134a,
220 – 240V/1/50Hz, 1/5 HP, discharge 7.52 cm3, motor type RSIR / RSCR, oil type
ester, oil charge 180 cm3, 150 W at -25 / +55 °, input power, current 146 W,
1.16 A, expansion device: capillary, cooling: static, weight 8.6 kg
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