
R134A, LBP, Motor, Danfu, Compressor
, PW2.0VK, 1/15hp
Category: compressor
written by www.mbsm.pro | 23 April 2021
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R134A, LBP, Motor, Danfu, Compressor , PW2.0VK, 1/15hp



LG, Refrigerator, Compressor,
FC75LBNA, TCA35271202, Inverter,
AR125VC, R134A, 1/3hp, 0-220V 53HZ
Category: compressor
written by www.mbsm.pro | 23 April 2021
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LG, Refrigerator, Compressor, FC75LBNA, TCA35271202, Inverter, AR125VC, R134A,
1/3hp, 0-220V 53HZ

Medium and High Back Pressure
Compressors, M/HBP, RSIR, TECUMSEH,
1/5++ HP, R134a, 160g, TWB1374YGS,
TW146GY, 220v/50-60, kiriazi defrost,
340L, k350, k350/1, Embraco,
ff17.5hak, tw146-gy-486, twb1374ygs
Category: compressor
written by www.mbsm.pro | 23 April 2021
Medium and High Back Pressure Compressors, M/HBP, RSIR, TECUMSEH, 1/5++ HP,
R134a, 160g, TWB1374YGS, TW146GY, 220v/50-60, kiriazi defrost, 340L, k350,
k350/1, Embraco, ff17.5hak, tw146-gy-486, twb1374ygs

no frost, egl99aa zmc refrigerator,
DF40, silver, ideal, zanussi, IDEAL
ZANUSSI, EGL99AA ZMC, DF 40 Elgance,
Compressor, ACC Cubigel, Huayi,
Electrolux, ZEM GL99AA, GL99AA, LBP ,
R134a, 220-240V/1/50Hz, 1/4 HP,
discharge 9.93 cm3, motor type RSIR,
LRA 14.4A
Category: compressor
written by www.mbsm.pro | 23 April 2021
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Compressor ACC Cubigel Huayi Electrolux ZEM GL99AA, LBP – R134a,
220-240V/1/50Hz, 1/4 HP, discharge 9.93 cm3, motor type RSIR, LRA 14.4A,
expansion device: capillary, cooling: static,weight 11 kg , the statutory
warranty period shall apply (24 months), Delivery time Info: with “immediately
available” and “scarce stock”, usually delivery within 2 days. For “currently
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not available” delivery time usually 2 weeks or delivery time in urgent cases
contact us.

Refrigerant: R134a
Power range(W): 101 – 200 W
Performance range (C): -35 C to -10 C
Connecting size: 4,9 mm
Suction: 6,5 mm
Working area: LBP
Design type: Hermetic
Model series: GL
Use with: Capillary
Power range(HP): 0-2
Power supply: 230 V
Oil type: ISO VG 22 Ester
Engine type: RSIR
Article condition: New
Info: Oil filled
Shipping weight: 13,00 Kg
Dimensions ( length × width × height ): 23,10 × 16,20 × 18,60 cm
Cooling capacity condition: T0 -25 C, Tk +55 C
Manufacturer: ACC Cubigel Huayi Electrolux ZEM
Model: GL99AA
Stroke volume (cm3): 9,93
Cooling capacity (W): 174
Power (HP): 0,25
Max. Starting current (A): 14,4
Max. Operating current (A): 1,31
Engine type: RSIR
COP: 0,92
Note: Static cooling
Conveying and suction volume (m3): 1,72
Oil quantity (l): 0,295
Compressor type: Piston
Cooling: Static
RPM: 2900
Power range: -35 C to -10 C
Alternative: HLY90AA, NL11F
Pressure line (mm): 4,9
Suction line (mm): 6,5



















RÉFRIGÉRATEUR NIKAI, nrf480fn4, 165W,
Compressor, ATD60L, Wanbao Huaguang
Refrigerator, 1/5Hp, R134A, 120G,
1.25A, 220V/50HZ
Category: compressor
written by www.mbsm.pro | 23 April 2021
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RÉFRIGÉRATEUR NIKAI, nrf480fn4, 165W, Compressor, ATD60L, Wanbao Huaguang
Refrigerator, 1/6Hp, R134A, 120G, 1.25A, 220V/50HZ

Cubigel Compressors, Compressor,
GQY80AT, 1/4Hp, LBP, R134a,
8.1cmc,165 W, REFRIGERATEUR INDESIT
Category: compressor
written by www.mbsm.pro | 23 April 2021
Compresor GQY80AT, freon R134a, capacitate 8.1
cmc, capacitate frigorifica ASHRAE 222 W, capacitate
frigorifica CECOMAF 165 W, racire statica #GQY80AT
Model: GQY80AT
Freon: R134a
Capacitate: 8.1 cmc
Capacitate frigorifica ASHRAE: 222 W
Capacitate frigorifica CECOMAF: 165 W
35 -30 -25 -10 w COP
• 451.00.3301 GD40AAa / GVY40AA 1/10 S 4.03 34 49 70 0.77 154 C 200 6.7 RSIR P •
451.00.3202 GD40AA 1/10 S 4.03 34 49 70 0.77 154 C 200 6.7 RSIR P •
• 451.00.3302 GL45AA / GVY44AA 1/8 S 4.55 37 56 81 0.81 183 C 265 8.3 RSIR P •
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• 451.00.3303 GL60AA / GVY57AA 1/6 S 5.99 50 75 107 0.85 238 C 265 9.1 RSIR P •
• 451.00.3304 GL75AA / GVY66AA 1/5 S 6.65 57 85 121 0.87 267 C 345 9.6 RSIR P •
• 451.00.3305 GL80AA / GVY75AA 1/5 S 7.52 68 101 144 0.89 326 C 345 9.9 RSIR P •
451.00.3104 GL80AAb 1/5 OC 8.10 68 101 144 0.89 326 C-V 345 9.9 CSIR R •
451.00.3005 GL90AA 1/4 S 9.08 82 119 165 0.90 350 C 345 10.2 RSIR P •
• 451.00.3306 GL90AAa / GQY80AT 1/4 S 9.08 82 119 165 0.90 350 C 345 10.2 RSIR P
•
451.00.3105 GL90AAb 1/4 OC 9.08 82 119 165 0.90 350 C-V 345 10.2 CSIR R •
• 451.00.3205 GL90AAb 1/4 F 9.08 82 119 165 0.90 350 C-V 345 10.2 CSIR R •
• 451.00.3325 GL90AAa 1/4 OC 9.08 82 119 165 0.90 350 C-V 345 10.2 CSIR R •
451.00.3106 GP12BB 1/3 OC 12.00 83 131 190 0.88 424 C 400 11.5 RSIR R •
• 451.00.3206 GP12FB 1/3 F 12.00 83 131 190 0.88 424 C 400 11.5 RSIR R •
• 451.00.3326 GP12BB 1/3 OC 12.00 83 131 190 0.88 424 C 400 11.5 RSIR R •
451.00.3218 GP14CB 3/8 F 14.17 99 158 228 0.90 509 C 400 11.5 RSIR R •
451.00.3223 GP16FB 3/8 F 16.15 109 182 266 0.89 585 C-V 530 12.0 CSIR R •
451.00.3224 GX18FB 3/7 F 18.40 123 199 291 0.91 660 C-V 500 15.1 CSIR R •
451.00.3225 GX21FB 2/3 F 20.72 151 243 351 0.93 778 C-V 500 15.5 CSIR R •
451.00.3403 GL45TB 1/6 F 4.50 76 134 342 1.62 412 C-V 300 8.4 CSIR R •
• 451.00.3503 GL45PB 1/6 F 4.50 76 134 342 1.62 412 C-V 300 8.4 CSIR R •
451.00.3404 GL60TB 1/5 F 5.67 95 170 437 1.82 527 C-V 300 9.5 CSIR R •
• 451.00.3504 GL60PB 1/5 F 5.67 95 170 437 1.82 527 C-V 300 9.5 CSIR R •
451.00.3406 GL80TB 1/5 F 7.57 111 212 554 1.83 667 C-V 300 9.5 CSIR R •
• 451.00.3505 GL90TB 1/4 F 8.85 142 259 661 1.91 796 C-V 300 10.8 CSIR R •
• 451.00.3506 GP12TB 3/8 F 12.05 169 338 893 1.80 1077 C-V 350 11.2 CSIR R •
451.00.3418 GP14TB 3/8 F 14.00 190 373 999 1.77 1208 C-V 400 11.5 CSIR R •
• 451.00.3513 GP14TB 3/8 F 14.00 190 373 999 1.77 1208 C-V 400 11.5 CSIR R •
451.00.3419 GX18TB 1/2 F 18.40 285 539 1390 1.91 1673 C-V 500 16.0 CSIR R •
451.00.3420 GX21TB 5/8 F 20.72 332 603 1550 1.90 1866 C-V 500 17.0 CSIR R •
451.00.3421 GX23TB 5/8 F 23.20 368 677 1730 1.89 2083 C-V 500 17.0 CSIR R •
• 451.00.3422 GS26TB 3/4 F 25.93 392 771 2071 2.09 1011 C-V 887 22.7 CSIR R •
451.00.3423 GS30TB 7/8 F 29.95 317 785 2452 2.33 3020 C-V 887 22.7 CSR R •
• 451.00.3424 GS34TB 1 F 34.42 476 1068 2852 2.28 3421 C-V 887 22.7 CSR R •
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Compressor, ROHS, 1/3HP, R134A,
Tecumseh, CAE4448Y, HBP, 208V/50HZ
230V/60HZ
Category: compressor
written by www.mbsm.pro | 23 April 2021

Basic Info.
Model NO.
CAE4448Y
Refrigerant Type
Ammonia
Refrigerant
R134A
Voltage
208V/50Hz 230V/60Hz
Horsepower
1/3HP
Capacity(W)

https://www.mbsm.pro/47407.html
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519W
Input Power(Kw)
400W
Oil Charge (Cm3)
450
Net Weight(Kg)
12kg
Cop(W/W)
1.64
Trademark
tecumseh
Transport Package
Wooden Box
Specification
208V/50HZ 230V/60HZ
Origin
France
HS Code
8414309010
1/3HP HBP Original Made in France R134A Tecumseh Compressor CAE4448Y
Refrigerator Compressor For Refrigerator/Showcase/Cold Room
Product Description
Model: CAE4448Y
Brand : Tecumseh
Type: hermetic
Refrigerant: R134A
Voltage: 208V/50HZ  230V/60HZ
Cooling capacity: 519W
Input Power Watts: 400 W
Power:  1/3 HP 



Mbsm_dot_pro_private_PDF_cae4448yTélécharger

HERMETIC, Freezer, COMPRESSOR, ZEL,
GTH86AA, R134A, 1/4 Hp, Lbp, 230W,
8.6CC
Category: compressor
written by www.mbsm.pro | 23 April 2021

COMPRESSOR ZEL GTH86AA
APPLICATION: LBP
FREON: R134A
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DISPLACEMENT: 8.6CC
POWER SUPPLY: 220V
POWER: 1 / 4HP – 230W
APPLICATION: UNIVERSAL

Specifications

Description
Detailed Product Description

1.Low levels of noise and vibration
2.Standard,medium,high and very high levels of efficiency
R134a 220-240V/50HZ         

Model Displ.(cm3)MotorType
Cooling
capacity(w)

Input Power COP Run
Capacltor

Start
CapacltorHeight(mm)without   

RC(w)
with
RC(w)

without
RC(w/w)

with
RC(w/w)

Standard Efficiency Range
OF789 4.4 RSIR 110 102  1.08    174
OF1033A5.7 RSIR 141 118  1.19    174
OF1350A7.5 RSIR 178 158  1.13    183
GTH86AA8.6 RSIR/RSCR230 161 153 1.43 1.50 5  174
GTH93AA9.3 RSIR/RSCR260 182 173 1.43 1.50 5  183
Medium Efficiency Range
GTM40AT4.0 RSIR 102 91  1.12    163
GTM57AT5.7 RSIR 156 128  1.21    183
GTM60AT6.0 RSIR 165 136  1.27    163
GVY75AT7.5 RSIR/RSCR200 149 139 1.34 1.44 5  183
GTM75AA7.5 RSIR 200 166  1.20   50 183
GTM93AA9.3 RSIR 270 220  1.35    183
GTM10AA11.0 RSIR/RSCR300 222  1.35   50 183
GTM12AA12.0 RSIR/RSCR330 241  1.37   50 183
 



Compressor, NL7.3FT, SECOP, 105G6726,
DANFOSS, 6726, 105G, 105 G 6726, 105G
6726, 1/5 HP, 180W, LBP, Zanussi,
Kiriazi Electric Company, TGV 335L,
NO FROST, TSV 320L, FC 83L , R134A,
125G, 220-240V 50Hz, CSIR
Category: compressor
written by www.mbsm.pro | 23 April 2021
R134a is a low pressure refrigerant, very efficient for high temperature
applications.
This makes it ideal in air conditioning applications that may leak refrigerant
like car air conditioning.
Now it is being phased out because of its high global warming potential and
replaced by R134
R404a is a high pressure refrigerant ideal for applications in low and medium
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temperature.
You want low pressure refrigerants in household applications like refrigerators
that may be inside kitchens with (possible) high ambient temperature, so you
make sure nothing will blow up. For the same reason you want R134a in your car
air conditioning.
R404a instead has pressures slightly above atmospheric in low temperature
applications where R134a would have negative pressures and its heat transmission
coefficients would be much lower.

Type
de gaz App HP Watt Modèle  

TL
 R134A LBP 1/6 134 TLY5.1FK

R134A LBP 1/4 183 TLES7FT.4



R134A LBP 1/5 156 NL6FT.2

 
 
NL
 
 
 
 
 
 
 
 
 
 
 
 
 

R134A LBP 1/5 185 NL7.3FT
(RSIR)

R134A LBP +
1/4 219 NL9FT.2

(RSIR)

R134A LBP 1/4 185 NL7.3FT
(CSIR)

R134A LBP +
1/4 219 NL9FT.2

(CSIR)
R134A LBP 1/3 284 NL10FT
R134A MBP 1/3 621 NL11MF
R404A LBP 1/3 433 NL7CLX
R404A LBP 1/3 471 NL8.4CLX
R134A LBP 1/4 187 NLY6F

R134A LBP
+ 4
/
(1)

213 NLY7F

R134A LBP 1/3 237 NLY9FK

R600A LBP +
1/4 227 NLE13KTK.2

R600A LBP 1/3 253 NLE15KTK.2

R600A LBP +
1/4 225 NLX13KK.3

R600A LBP 1/3 254 NLX15KK.3



R134A
LBP /
MBP /
HBP

1/3 264 SC12G

 
 
SC
 
 
 
 
 
 

R134A
LBP /
MBP /
HBP

1/2 392 SC18G

R134A
LBP /
MBP /
HBP

3/4 456 SC21G

R134A MBP 3/4 1073 SC21MFX
R134A LBP 3/4 567 SC21FTX
R404A LBP 1 1033 ST21CL
R404A LBP 1 986 SC18CLX.2
R404A MBP 1/2 359/650 SC15MLX
R404A MBP 7/8 762/1584 SC18MLX
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Refrigeration, Compressor, K270CZ1,
1/3++, DONPER, Dongbei , K325CZ1,
K375CZ1 ,freezer, R134a, White HIK-
BD-500 Chest Freezers, Top Open Door,
-18 degrees to +10 degrees, 500L
Category: compressor
written by www.mbsm.pro | 23 April 2021
Quick Details

Temperature:
-25℃ ~ +15℃
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Cooling Capacity:
1ton

Panel Thickness:
50mm

Applicable Industries:
Retail

After Warranty Service:
Online support

Local Service Location:
None

Showroom Location:
None

Condition:
New

Place of Origin:
Hubei, China

Voltage:
220V, 220V/50HZ

Dimension(L*W*H):
10-10*10

Weight:
15KGS

Certification:
CE ROHS

Warranty:
1 Year

After-sales Service Provided:
Online support, No overseas service provided

Key Selling Points:
Sustainable

Machinery Test Report:
Not Availabl



Video outgoing-inspection:
Provided

Marketing Type:
New Product 2020

Warranty of core components:
1 Year

Core Components:
Motor

Color:
Balck

Product name:
Refrigerator Compressor

Refrigerant:
R134a

model:
K270CZ1

Cooling capacity:
230W

Product Description
 
Refrigerant R134a Cooling capicity 270W
Input power 220W Hose Power 220W
Temperature application L/MBP Displacement 9.5cm³
Working Current 1.5A Voltage 220V~240V/50Hz
COP 1.3W/W Motor type RSIR
Cylinder capacity 9.5cm³ Weight 9.8±0.4kg
Structure







Product Specification
Capacity 500 L
Type Top Open
Temperature Range -18 degrees to +10 degrees
Model Number HIK-BD-500
Model Number/Name HIK-BD-500



Energy Consumption 2.02 kWh/24hr
Product Dimensions 1650 x 755 x 830mm
Door Type Top Open Door
Color White
Door No. 2

Features Adjustable Temperature Control,Digital Display,75mm
Insulation Wall Thickness,Defrost Water Drain

Usage/Application Freezer/Chiller
Weight 73kg
Depth 755mm
Refrigerant Used R134a
Number Of Basket 2
Height 830 mm
Power Source Electric
Energy Efficiency 2.02 kWh/24hr
Compressor Brand Donper
Compressor Model K270CZ1
Power 255 W
Width 1650 mm
Colour White
Refrigerant R134a
No of Doors 1
Number of Baskets 2
 

Product Description
Haikawa now launches its latest range of Chest Freezers in 200 L, 300 L, 400 L
and 500 L variants. The freezers come with an Adjustable Temperature Comtrol,
enabling its use as a freezer (-18 degrees to 0 degrees) or as a chiller (0
degrees to 10 degrees), depending on requirement. The 75mm Insulation Wall
Thickness helps improve energy efficiency, while the unique digital display
brings in a whole new level of convenience. The Chest freezers come with
removable baskets and a defrost water drain. The Inner PP lining improves
hygiene while a lock and key mechanism ensures maximum safety. Insulation:
Cyclopentane. Refrigerant: R134a. The HIK-BD-500 model has a rated current of
1.5A, thus lowering the power consumption. The Chest Freezer is packed with the
following features:
 
Adjustable Temperature Control
Electronic Controller with Digital Display
75mm Insulation Wall Thickness
Low Power Consumption
Inner PP Lining for Improved Hygiene
Store-More Removable Basket
Defrost Water Drain
Lid Handle
Lock and Key Safety Mechanism



 

Additional Information

Packaging Details Box Dimensions: 1695 x 760 x 880mm Included:1 Chest Freezer/ 1
Instruction Manual/ 2 Keys/ 2 Inner Metal Trays





Compresseur de réfrigérant R134a Donper K375CZ1 220-240V 50Hz SC-SD-388Y

Description
Compresseur de réfrigérant R134a Donper K375CZ1 220-240V 50Hz SC-SD-388Y
Réfrigérant: R134a
Tension: 220 V ~ 240 V / 50 HZ
Puissance en chevaux: 1/2 ph
Puissance d’entrée: 235 W
Capacité de refroidissement: 325 W
Cylindre de capacité: 11,4 centimètres cubes
Courant de travail: 1.6A
Type de moteur: CSIR
Poids: 9,9 ± 0 4 kg






