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Model Number System 
A model number can provide basic information about a compressor 
 

1. Single Phase Compressors – except C-B and C-Q 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                               
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
AE   A   4    4    40  Y  -  1 

Compressor Family 

AE 
AZ 
AZA 
AW  
WJ 

Model Release Variant (Not Always Used)

A = 1st 

B = 2nd 
Etc. 

Application 

1 = Low Back Pressure With Normal Starting Torque. 
2 = Low Back Pressure With High Starting Torque. 
3 = High Back Pressure With Normal Starting Torque. 
4 = Low Back Pressure With High Starting Torque. 
5 = Air Conditioning With Normal Starting Torque. 
6 = Medium Back Pressure With Normal Starting Torque. 
7 = Medium Back Pressure With High Starting Torque. 
8 = Air Cond. (High Efficiency) with Normal Starting Torque. 
9 = Commercial Back Pressure with High Starting Torque. 
0 = Commercial Back Pressure with Normal Starting Torque. 

Number of digits  
In Rated Capacity 
BTU at 60 Hz. 

First Two Digits  
Of Rated Capacity 

In this example (4) total digits, with the first 
two (40) indicating 4,000 BTU/Hr. capacity. 

A,V  -  R12             Z  -  R404A/R507 
E      -  R22            G  -  R22/R407C 
J      -  R502           M -  R600a 
Y      -  R134a 

None - 220 – 240V/50Hz         -5  -  127V/60Hz 
  -1     - 115V/60Hz                   -6  -  220V/50-60Hz 
  -2     -  208 – 230V/60Hz        -7  -  127V/50-60Hz 
  -3     -  100V/50-60Hz             -8  -  110-115V/60Hz 
 -4     -   110V/60Hz

Refrigerant 

Electricity Supply Code 
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2. C-B and C-Q Compressors 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                               
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
C-B   F   75    L     6      Z 

Compressor Family 

C-B 
C-Q 

Compressor Series 

ZN = Non – CFC         (R134a)
E   = High COP           (R134a) 
F   = Very High COP   (R134a) 
H   = Very High COP   (R600a) 

Rated Cooling Capacity (W) 

Compressor Application 

An approximate indicator of the rated capacity. 
For specific performance data, refer to Kulthorn technical data. 
 
If a compressor is modified, but the rated capacity is unchanged, 
The last digit will advance. For example, 150,151,152. 

L   =   Low Back Pressure 
M   =   Medium Back Pressure 
H   =   High Back Pressure

0   =   100V/50-60Hz 4   =   220V/50Hz, 115V/60Hz 
1   =   110V/60Hz 5   =   220-240V/50Hz 
2   =   100V/50Hz 6   =   220-220V/50Hz, 220V/60Hz 
                                       7   =   110V/50Hz,127V/60Hz 

Electricity Supply Code 

Model Variant 

Z      =   Original Specification 
X,Y   =   Modification 

Model Number System   2 
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3. Three Phase Compressor 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                               
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
KA   5    5    72    E      XG 

Compressor Family 

AW 
KA 
LA 

Compressor Application

Number of digits  
In Rated Capacity 
BTU at 60 Hz. 

First Two Digits  
Of Rated Capacity 

Refrigerant 

Electricity Supply Code 

In this example (5) total digits, with the first 
two (72) indicating 72,000 BTU/Hr. capacity. 

E   =   R22 
G   =   R22/R407C 
Z    =   R404A/R507 

XG   =   380-420V/50Hz , 460V/60Hz 
XT   =   200-220V/50Hz , 220-230V/60Hz 
XI   =    380V/60Hz 
XK   =   480V/60Hz 

Model Number System   3 

1 = Low Back Pressure With Normal Starting Torque. 
2 = Low Back Pressure With High Starting Torque. 
3 = High Back Pressure With Normal Starting Torque. 
4 = Low Back Pressure With High Starting Torque. 
5 = Air Conditioning With Normal Starting Torque. 
6 = Medium Back Pressure With Normal Starting Torque. 
7 = Medium Back Pressure With High Starting Torque. 
8 = Air Cond. (High Efficiency) with Normal Starting Torque. 
9 = Commercial Back Pressure with High Starting Torque. 
0 = Commercial Back Pressure with Normal Starting Torque. 


