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- CUSTOMER   : CUPRO

- MODEL           :  MA72LBJG(OC)

- RATED VOLTAGE / FREQUENCY : 220V/50Hz

-SPEC. NO.       :   20110727
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TO    : LG ELECTRONICS COMP.EXPORT DEPT.  

ATTN  :   
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FROM  :                                                 DATE : 27th July. 2011
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Saurab N. Sathya G. Kochhar

PART LIST LGE SUPPLY LG PART NO Q'TY MODEL /  SPECIFICATION

COMPRESSOR PERFORMANCE

COMPRESSOR WIRING DIAGRAM

COMPRESSOR EXPLODED VIEW

ELECTRICAL PARTS OLP √ 6750CN0004T 1 4TM232TFB

ELECTRICAL PARTS STARTING DEVICE √ 6748C-0003C 1 P330MC

ELECTRICAL PARTS COVER √ 3550CN0011A

/ 3550JF2008B

1 Cover ,PTC

* CUSTOMER'S MEMO *  

* Please return one copy of this page on your approval.

CUSTOMER'S DECISION

Decision : Yes , No

Signature : 20110727 20110727 20110727 20110727 –––– MA72LBJG (OC)MA72LBJG (OC)MA72LBJG (OC)MA72LBJG (OC)---- CuproCuproCuproCupro

COMP MOUNTING MOUNTING ASSEMBLY

COMP MOUNTING SEAT RUBBER √ 5166CN0001A 4 Grommets

COMP MOUNTING BOLT,HEXAGON HEAD,M 
COARSE 1

√ 1BHD2650682 4 Mounting Bolts ( OD 26.5 / ID 6.5 mm SCM3 / BK)

COMP MOUNTING WASHER,PLAIN √ 1WPZ0010001 4 A TYPE D25.2 A1070BR

COMP MOUNTING WASHER,SPRING LOCK √ 1WSV0550014 4





Performance & Dimension

Application Exploded ViewExploded ViewExploded ViewExploded View
Type 

Evaporating Temp. Range   

Refrigerant   

Refrigerant control 

Compressor cooling

Low Back Pressure

-30 °C to -5 °C
R134a

Capillary tube 

Static

Normal Performance (ASHRAE)  50Hz

Capacity  Watt  - 7% 

Kcal/h -7%    

BTU/h -7%

Power consumption (Watts) + 7 %

Cop       W/W -7%  

EER       BTU/wh -7%   

NOISE     dBA    

209

180

715

162

1.3

4.4

42(Max)

Testing conditions

Evaporating Temp  

Condensing Temp  
-23.3 °C(-10 °F)

54.4 °C (130 °F)

Exploded ViewTitle

Dwg. No EXP-PTJS14TM01X

Compressor Data

Motor Data

Condensing Temp  

Ambient Temp    

Return Gas Temp  

Liquid Temp  

Running Voltage 

54.4 °C (130 °F)

32.2 °C ( 90 °F)

32.2 °C ( 90 °F)

32.2 °C ( 90 °F)
220V / 50Hz

Design    

Displacement  

Suction Tube I.D    

Process Tube I.D   

Discharge Tube I.D

Oil Cooling Tube I.D

Weight(with Oil charge)  

Reciprocating

7.22 cc/rev

6.54mm Χ  0.7t   

6.54mm Χ  0.7t   

5.0mm Χ  0.85t 

4.95mm X 0.7t 

9.2 Kg

Motor type    

Motor protection  

Winding Insulation Class 

RSIR

External protection

E Class20110727 20110727 20110727 20110727 –––– MA72LBJG (OC)MA72LBJG (OC)MA72LBJG (OC)MA72LBJG (OC)---- CuproCuproCuproCupro



Electrical Accessories

Overload protector   

Ultimate Trip current(at 60 °C)  
Opening temperature   

Closing temperature   

Manufacture    

4TM232TFB

1.7 A ~ 2.5 A

140+10/-5 °C
61± 9  °C
FUYANG

Starting Device  P330MC
33Ω±20%
FUYANG Or KSM

Running Capacitor Capacity  

Voltage  

N.A.

N.A.

N.A

N.A

Lubricant

Lubricant type  

Lubricant Viscosity at 40 °C 
Export    

Initial charge  

Polyol Ester(POE)

ISO α -22G/RL22H 

220±10cc

Resistance at 25°C (68°F)
Manufacture

Title

Dwg. No

OVERLOAD PROTECTOR

6750CN0004T

TITLEPART NO.

OVERLOAD PROTECTOROVERLOAD PROTECTOROVERLOAD PROTECTOROVERLOAD PROTECTOR

PTCPTCPTCPTC

Wiring Diagram 

Approved Certification VDE, CE

PTC

6748C-0003C

TITLEPART NO.20110727 20110727 20110727 20110727 –––– MA72LBJG (OC)MA72LBJG (OC)MA72LBJG (OC)MA72LBJG (OC)---- CuproCuproCuproCupro



Ear MountingEar MountingEar MountingEar Mounting

Dimensional DetailsDimensional DetailsDimensional DetailsDimensional Details

7
5
.3

H

mm ID (mm) T(mm) ID(mm) T(mm) ID(mm) T(mm) ID(mm) T(mm)

MA42/45/53 172 6.54 0.7 5 0.85 6.54 0.7 NA NA

MA57/62/69/72/88 180 6.54 0.7 5 0.85 6.54 0.7 4.95 0.7

MC53/57/62

MQ88/98
180 6.54 0.7 5

D

Oil Cooling

NA

Process

NA0.85 6.54 0.7

A B C

Series Suction Discharge

Dimensional Details Dimensional Details Dimensional Details Dimensional Details 

Note : Customer has to select Mounting

Put Tick on above block as per 

the mounting type preference.

D
Oil Cooling DetailsOil Cooling DetailsOil Cooling DetailsOil Cooling Details

20110727 20110727 20110727 20110727 –––– MA72LBJG (OC)MA72LBJG (OC)MA72LBJG (OC)MA72LBJG (OC)---- CuproCuproCuproCupro



Title

PART. No

COVER PTC
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Mounting AccessoriesMounting AccessoriesMounting AccessoriesMounting Accessories

1BHD265068220110727 20110727 20110727 20110727 –––– MA72LBJG (OC)MA72LBJG (OC)MA72LBJG (OC)MA72LBJG (OC)---- CuproCuproCuproCupro










